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Flange bearing
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Every cardan shaft creates axial and radial reaction forces.
The amount depends - among other reasons - on the
transmitted torque and the operating angle. Under con-
siderable operating angle these forces can become dan-
gerous to the crankshaft of the diesel engines.

Intermediate coupling types like the CENTAX-V are per-
fectly suited to tune the system in regard of torsional
vibrations, but reaction forces coming from the cardan
shaft are transmitted through the coupling to the crank-
shaft. Therefore on applications where cardan shaft
angles are greater than 3 to 4 degrees most diesel engine
manufacturers recommend the use of a flange mounted
bearing husing. This flanged bearing housing transmits
the unwanted reaction forces to the flywheel housing and
keeps them away from the crankshaft. The bearing hous-
ing is fitted on the flywheel side with either a highly flex-
ible CENTAMAX or a highly flexible CENTAFLEX-R coupling
to dampen the torsional vibrations.

The CENTA-FH bearing housing has the following advan-
tages:

= Protects the crankshaft from the reaction forces coming
from the cardan shaft.

« ldeal torsional vibration tuning due to combination
with different types of highly flexible couplings.

= High capacity bearings with long term lubrication to
achieve extended lifetime, little maintenance.

e Compact design, light weight due to bearing housing
being manufactured from hardened aluminium.

e Extensive internal ventillation to reduce the ambient

Flanschlager

Bekanntlich geben Kardanwellen axiale und radiale Reakti-
onskrafte ab. Diese sind u.a. abhéngig vom lbertragenen
Drehmoment und von dem Beugungswinkel. Bei groRe-
rem Beugungswinkel kénnen diese Krafte so betréchtlich
werden, daR die Lagerung der Kurbelwelle und des Diesel-
motors gefahrdet ist.

Vorschaltkupplungen nach Art der CENTAX-V dampfen
zwar die Drehschwingungen, sie geben jedoch solche
Reaktionskrafte an die Kurbelwelle weiter. Daher werden
bei groReren Beugewinkeln der Kardanwelle, etwa ab 3
bis 4° bevorzugt Flanschlager eingesetzt. Diese Flanschla-
ger nehmen die unerwunschten Reaktionskréafte aus der
Kardanwelle auf, leiten sie an das Schwungradgehéause
weiter und halten sie von der Kurbelwelle fern. In dem
Flanschlagergehduse werden hochelastische CENTAMAX
oder CENTAFLEX-R Kupplungen zur Drehschwingungs-
dampfung angeordnet.

CENTA-FH Flanschlager bieten folgende Vorteile:

e Schutz der Kurbelwelle vor gefahrlichen Reaktionskraf-
ten der Kardanwelle.

< Optimale Abstimmung der Drehschwingungslage durch
verschiedene hochelastische Kupplungen.

< Robuste, langlebige Lagerung mit Langzeitschmierung,
wartungsarm.

= Kurze Einbaumalie, geringes Gewicht, da das Flansch-
gehause aus gehartetem Aluminium gefertigt wird.

= Intensive innere Ventilation zur Temperaturabsenkung

temperature around the flexible coupling. an der elastischen K“EB'“”E'
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Flange bearing : Flanschlager
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Technische Daten
Abmessungen

Technical Data
Dimensions
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Order Code Bestellbezeichnung

8+10+115 0.7 1,75 *
115 DS 30 70 1 2,5 = 17 920
; DS 40 70 1,35 3.3 = 21
45 0,77 2.3 3.4
50 0,85 2,55 4,3 100
3 10 S8 60 095 | 285 5.4 4 o
70 1 3 9,9
45 1,1 3.3 4.8 120
10 cX 35 = 1.2 3,3 5.8
c0 = =2 Zg ge 56 Housing Gehause-
70 1.5 3.3 13,7 - :
11,5 R 136 80 1.6 4.8 * dimensions abmessungen

T | 451 | 4006 | 4286 | 120 | o1 |
o | 7 |6y 6795 10250 | o3 |

Flywheel Schwungrad-
dimensions abmessungen

50 3,2 6.5 16 180
CM 3500 60 3,5 8 24 109
70 3,8 8,5 38 181
50 8 17
& 60 25 9 2 225 E10
CM 5000 70 5 10 45 112
72 6,5 10 57 250
75 7 10 9 352,4/3334| 8x45° | sl | 396 |
50 6.3 12,6 28,5
0 60 7 14 45 180
CM 7000 70 7.9 15,8 67
72 8.7 15.8 95 S0 181
75 9,5 15,8 160 o
i R 420 80 10 30 * 5
50 8 16 60 50
60 9 22 80
CM 8000 70 10 25 130 149 285
72 11 25 182 Cardan flange Kardanflansch-
75 12 25 273 dimensions abmessungen
R 520 15 *

"00 | 50 | 47| 745 | 400° | we |10 2 |

G0 180 |110|155,5| 8x45° M14 16 | 2,5
181 |110|155,5|10x36 M16 16 5

250| 250 |140) 218 | wxase | wae | 16| 4 |
15| 315 175 280 | wxase | w2z | 18| 5 |

* see data sheet / siehe separates Datenblatt
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